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NOTES:

1. LETTER GRAPHICS SHALL BE 2" BLUE HIGHWAY CONDENSED FONT WITH WHITE NON-REFLECTIVE BACK VINYL

FILM, 7-YEAR A7 ENGINEERING GRADE REFLECTIVITY BY AVERY GRAPHICS OR APPROVED EQUAL. LINE SPACING

SHALL BE 3/4". ARROW LENGTH SHALL BE 2" AND ORIENTED TOWARD DESIGNATION.

2. SIGN CORNERS SHALL BE ROUNDED.

3. SIGN MATERIAL SHALL BE 0.080 THICK STOCK ALUMINUM SIGN PLATE WITH THREE COLORS , DOUBLE-SIDED.

SEE TABLE FOR COLOR DETAIL.

4. POST AND MOUNTING HEIGHT PER DETAIL 425C OR 425D.

 STANDARD  DETAILS

DETAIL NUMBER:FILE NAME:REVISION DATE:  MARCH  01, 2017

APPROVED BY: DONALD CAIRNS

TRANSPORTATION PLANNING AND ENGINEERING  MANAGER

COLOR A COLOR B COLOR C

PANTONE 7495C PANTONE 315C PANTONE 3035C

SIGN DETAIL

NTS


